
The Auto-Klean model EG and Super Auto-Klean model EGS 
are all metal cleanable edge fil ters that can be cleaned with -
out in ter rupt ing flow. De signed for long ser vice life, the fil ter
sump is gas ket sealed and at tached to the fil ter head by a
clamp ing ring and four  bolts to al low re moval with out dis turb -
ing  in let/out let pipe con nec tions. Mount ing holes are drilled
and tapped to per mit in stal la tion on a ver ti cal sur face.  A vent  
and sludge drain are pro vided for safe and easy sys tem op er -
a tion. Auto-Klean Model EGU is the same as the model EG,
but is listed by Un der writ ers’ Lab o ra tory (UL File MP 485) as
suit able  for ser vice on oil burner fuel sup ply lines with op er at -
ing pa ram e ters up to 100 psi and 158 gal lons per hour.
Mo tor ized ver sions, Mod els MEG and MEGS, are avail able. 
Con sult your CUNO Rep re sen ta tive for more in for ma tion.

APPLICATIONS
n Ad he sives n Lu bri cat ing oils n Bunker  "C"
n Quench ing oils n Cool ing oils n Cut ting oils
n Die sel oils n Fuel oils n Tar
n Wax n Grease n Syr ups

THEORY OF OPERATION
The Auto-Klean car tridge is an as sem bled unit com posed of a 
stack of al ter nat ing metal discs and spac ers of uni form thick -
ness on a ro tat able metal shaft.  The thick ness of the spacer
de ter mines the de gree of fil tra tion. Auto-Klean Model EG is
avail able in spac ings from 0.003" to 0.015", while Model EGS  
is avail able in 0.0015" spac ing.

Cleaning blades are mounted on a stationary rod adjacent to
the cartridge stack and extend into the openings between the
discs.  Turning the cartridge handle
rotates the disc and spacer assembly
past the fixed cleaner blades.  By
rotating the cartridge, in either
direction, the particles lodged between
the discs are positively removed or
"combed" from the surface without
interruption of flow. Drain the sump as
often as experience indicates is
necessary.
The Super Auto-Klean fil ter re fines the de sign of Auto-Klean
for a higher de gree of fil tra tion while main tain ing all the ease
of use of the orig i nal de sign.  By us ing
discs of a smaller di am e ter as spac ers, 
a sec ond fil tra tion area is formed. The
first fil tra tion area, like the Auto-Klean,
is be tween the larger or ma jor discs,
while the sec ond area is be tween the
in side di am e ter of the ma jor disc and
the out side di am e ter of the smaller or
“mi nor” disc.  The ra dial gap cre ated by the ma jor and mi nor
discs de ter mines the de gree of fil tra tion.

SPECIFICATIONS
Table 1 provides the models EG and EGS general
specifications.

TABLE 1. - EG & EGS SPECIFICATIONS
EG EGS

GENERAL FILTER DATA
Inlet/Outlet 1" or 1 1/2" NPTF

Max. Operating Pressure 200 psi @ 200°F
Sludge Capacity   

5" Ctg. 16.2 in3 

8" Ctg. 11in3 

Cartridge Diameter 2 1/4"
Cartridge Length 5" or 8"

Spacings
0.003", 0.005",

0.008", 0.012,  or
0.015"

0.0015"

MATERIALS OF CONSTRUCTION
Head Cast Iron
Sump Drawn Steel

Head Gasket Buna/Cork
Gland Packing Aramid Fiber

Cartridge Steel or 304 S.S. Steel or 304 S.S.
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FEATURE BENEFIT
n Cleanable design n Eliminates used filter cartridge disposal

n Positive cleaning action with no interruption of flow or 
service

n Maximizes process up-time

n Rugged all metal construction for trouble-free
operation

n Can handle highly viscous fluids

n Economical solution to long term filtration needs
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FLOW CAPACITY
Flow rates (Ta ble 2), at var i ous vis cos i ties, for the EG and
EGS fil ters are  based on clean fluid with pres sure drop of 3
psi.  Flow rates  for other vis cos ity flu ids are ap prox i mately
pro por tional.  Se lect a fil ter model ac cord ing to the na ture and 
con cen tra tion of the con tam i nant to be re moved.

TABLE 2. - EG & EGS FLOW RATES

SPACING
SCREEN 

MESH
EQUIV.

FREE
AREA
(IN2)

VISCOSITY IN SSU
100 300 700 2000

Flow in GPM
Super Auto-Klean 5" Cartridge

0.0015 400 2.6 34 21 11 4.6
Auto-Klean 5" Cartridge

0.003 200 6.2 18 12 6.5 2.9
0.005 120 8.7 25 16 9 4.2
0.008 70 12.2 30 21 12 5.9
0.012 50 16.2 30 23 13 6.1
0.015 40 15.1 30 26 15 7.5

Super Auto-Klean 8" Cartridge
0.0015 400 4.2 45 32 17 7

Auto-Klean 8" Cartridge
0.003 200 9.8 24 16 9.5 4.7
0.005 120 13.9 29 20 12 6.1
0.008 70 19.5 30 25 16 8.3
0.012 50 25.9 30 27 17 8.7
0.015 40 24.1 30 30 18 9.4

CATALOG NUMBERS

MODEL
INLET 

OUTLET
NPT

CARTRIDGE FILTER CATALOG
NUMBER

REPLACEMENT
CARTRIDGE NUMBERMaterial Length

EG

1" Steel 5" 12318-25-50-XXXX 14145-08-50-XXXX

1" Steel 8" 12320-29-50-XXXX 14145-17-50-XXXX

1 1/2" Steel 8" 11076-29-50-XXXX 14145-17-50-XXXX

1 1/2" S.S. 8" 11076-29-40-XXXX 14145-17-40-XXXX

EGS

1" Steel 5" 12838-21-50-0015 12840-03-50-0015

1" Steel 8" 12838-22-50-0015 12840-04-50-0015

1 1/2" Steel 8" 12907-16-50-0015 12840-04-50-0015

1 1/2" S.S. 8" 12907-16-40-0015 12840-04-40-0015

Model EG Spacings (XXXX)
0.003" = 0030 0.008" = 0080
0.005" = 0050 0.012" = 0120

0.015" = 0150

For re place ment parts, con sult your CUNO rep re sen ta tive.

WARRANTY
Seller war rants its equip ment against de fects in work man ship and ma te rial for a pe riod of 12 months from date of ship ment from the fac tory un der nor mal use and ser vice and oth er wise when such equip -
ment is used in ac cor dance with in struc tions fur nished by Seller and for pur poses dis closed in writ ing at the time of pur chase, if any.  Any un au tho rized al ter ation or mod i fi ca tion of the equip ment by Buyer
will void this war ranty.  Seller's li a bil ity un der this war ranty shall be lim ited to the re place ment or re pair, F.O.B. point of man u fac ture, of any de fec tive equip ment or part which, hav ing been re turned to the
fac tory, trans por ta tion charges pre paid, has been in spected and de ter mined by the Seller to be de fec tive.  THIS WAR RANTY IS IN LIEU OF ANY OTHER WAR RANTY, EI THER EX PRESSED OR IM -
PLIED, AS TO DE SCRIP TION, QUAL ITY, MER CHANT ABIL ITY, FIT NESS FOR ANY PAR TIC U LAR PUR POSE OR USE, OR ANY OTHER MAT TER.  Un der no cir cum stances shall Seller be li a ble to
Buyer or any third party for any loss of prof its or other di rect or in di rect costs, ex penses, losses or con se quen tial dam ages aris ing out of or as a re sult of any de fects in or fail ure of its prod ucts or any part
or parts thereof or aris ing out of or as a re sult of parts or com po nents in cor po rated in Seller's equip ment but not sup plied by the Seller. 
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Impor tant Notice
CUNO MAKES NO WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY
IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. Since a
vari ety of fac tors can affect the use and per for mance of a CUNO prod uct in a par tic u lar appli ca tion, some of
which are uniquely within the user’s knowl edge and con trol, user is respon si ble for deter min ing whether or
not the CUNO prod uct is fit for a par tic u lar pur pose and suit able for user’s method of appli ca tion.

Lim i ta tion of Rem e dies and Lia bil ity
If the CUNO prod uct is proved to be defec tive, THE EXCLUSIVE REMEDY, AT CUNO’S OPTION, SHALL
BE TO REFUND THE PURCHASE PRICE OR TO REPAIR OR REPLACE THE DEFECTIVE PRODUCT.
CUNO shall not oth er wise be lia ble for loss or dam ages, whether direct, indi rect, spe cial, inci den tal or con se -
quen tial, regard less of the legal the ory asserted, includ ing, but not lim ited to, con tract, neg li gence, war ranty
or strict lia bil ity. 


